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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Obtain a PCB image 
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Identify positions of expected drill 
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determine a region of interest, R, 

and an error threshold (the 
maximum allowable pad material 
within R, AJ 



-0L 



47 



's\>A m ? 



-Yes- 



48 

PCB contains a non-acceptable 
plated through-hole 



49 



No 

I 

Expected drill hole is 
acceptable 



FIG. 4 



MANIA044, Kohler, et ai, Sheet 5/7 



5/7 




500 



FIG. 5A 



507 



510 



FIG. 5B 



513 



520 



523 



FIG. 5C 



MANIA044, Kohler, et al., Sheet 6/7 



6/7 




FIG. 6D 



FIG. 6C 



MANIA044, Kohler, et a/., Sheet 7/7 



7/7 

< D p 




FIG. 7 




FIG. 8 




FIG. 9 



